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and block must then be placed under 
water and the procedure repeated. 

(iv) The procedure in paragraph 
(c)(6)(iii) of this section must be re-
peated using a pilot ladder step in 
place of the standard step. 

(v) The ladder step must then be se-
cured in a horizontal position with a 
block resting on its stepping surface. 
The block must be of a size similar to 
the one used in the previous tests and 
have the same shoe sole surface used in 
the previous tests. The block must be 
arranged to apply a vertical load of 40 
kg (88 lb.) to the step. The block must 
be then moved back and forth in the 
same line from one end of the stepping 
surface to the other. This must be done 
for a total of 1,500 cycles. 

(vi) The step must again be tested as 
described in paragraph (c)(6)(iii) of this 
section, except that the initial position 
of the block must be on a part of the 
stepping surface that was subjected to 
the 1,500 cycles of rubbing. 

(vii) The angles at which the block 
starts to slide on a wet and dry ladder 
step when tested under paragraphs 
(c)(6)(iv) and (c)(6)(vi) of this section 
must be equal to or greater than the 
corresponding angles measured for the 
standard step when tested under para-
graph (c)(6)(iii) of this section. 

§ 163.003–25 Marking. 

(a) Each pilot ladder step manufac-
tured under Coast Guard approval must 
be branded or otherwise permanently 
and legibly marked on the bottom 
with— 

(1) The name of the manufacturer; 
(2) The manufacturer’s brand or 

model designation; 
(3) The lot number or date of manu-

facture; and 
(4) The Coast Guard approval num-

ber. 
(b) In addition to the markings re-

quired under paragraph (a) of this sec-
tion each step sold as a replacement 
step must be branded or otherwise per-
manently and legibly marked with the 
words ‘‘REPLACEMENT STEP ONLY.’’ 

[CGD 74–140, 46 FR 63291, Dec. 31, 1981, as 
amended by CGD 79–032, 49 FR 25456, June 21, 
1984] 

§ 163.003–27 Production tests and ex-
amination. 

(a) General. Each ladder produced 
under Coast Guard approval must be 
tested in accordance with this section 
and subpart 159.007 of this chapter. 
Steps that fail testing may not be 
marked with the Coast Guard approval 
number and each assembled ladder that 
fails testing may not be sold as Coast 
Guard approved. 

(b) Test No. 1: Steps. Steps must be 
separated into lots of 100 steps or less. 
Steps of different types must be placed 
in separate lots. One step from each lot 
must be selected at random and tested 
as described in § 163.003–21(c)(2) except 
that supports are placed under the step 
at the points where it would be at-
tached to suspension members in an as-
sembled ladder. If the step fails the 
test, ten more steps must be selected 
at random from the lot and tested. If 
one or more of the ten steps fails the 
test, each step in the lot must be test-
ed. No step that has any residual de-
flection after the test may be used in a 
ladder represented by the manufac-
turer as Coast Guard approved. 

(c) Test No. 2: Ladders. Assembled lad-
ders must be separated into lots of 20 
ladders or less. One ladder must be se-
lected at random from the ladders in 
each lot. The ladder selected must be 
at least 3 m (10 ft.) long or, if each lad-
der in the lot is less then 3 m long, a 
ladder of the longest length in the lot 
must be selected. The ladder must be 
tested as prescribed in § 163.003–21(c)(3) 
except that only a 3 m section of the 
ladder need be subjected to the static 
load. If the ladder fails the test, each 
other ladder in the lot must be tested. 

(d) Independent laboratory. Each pro-
duction test must be conducted or su-
pervised by an independent laboratory. 
However, if a test is performed more 
than 4 different times per year, labora-
tory participation is required only 4 
times per year. If the laboratory does 
not participate in all tests, the times 
of laboratory participation must be as 
selected by the laboratory. The times 
selected must provide for effective 
monitoring throughout the production 
schedule. 

(e) Visual examination. The visual ex-
amination described in § 163.003–21(b) 
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